
Printing of 2D scans 
superposed to pressure 
mapping in real size.

Automatic superposition 
of the 2D scans with foot 
pressure mapping

Scan + pressures image 
ready to export for CAD 
CAM, milling machine

Connection 
with all our 
pressure plates

Angles and length 
measuring tools
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NEW

Modern and 
classy design

. 2D FOOTPRINT SCANS 

. PRESSURE MAPPING
MIX

FOOTPRINT 2D SCANNER 
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 	 Technical Characteristics

	 Dimensions (length/width)

	 Height

	 Active area dimension

	 Résolution

	 acquisition process time

	 Interface

	 Power supply

    OS

	 694 x 444 mm

	 120 mm

	 431 x 304 mm

	 1600 dpi

	 8 seconds (2 seconds in option)

	 USB

	 External Power supply 220v	
    Windows 7, 8, 10

Foot pressure and 2D footprint scanner superposition
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FOOTPRINT 2D SCANNER
Medicapteurs, european leader for 
electronic podometry

Quality management
Certified regarding 
directive 93 / 42 / EC 
relative to medical devices

More than 30 year’s experience designing and 
manufacturing equipment for podology, posturology and 
biomechanics.

A comprehensive and upgradeable range of 
measurement,diagnosis and manufacturing-aid devices

Acknowledged quality and reability CE certification for 
medical devices per directive 93/42 Classe 1m (DEKRA) 

Partner of insole and shoe professionals

A company born from its strong links with research and 
high technology world (LAAS / CNRS)

More than 12000 customers.

Worldwide reputation and location 
(Europe, US, Asia...)


